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MAPA GmbH 
Industriestraße 21–25 
27404 Zeven, Germany  
www.billy-boy.de

Each BILLY BOY condom is electronically tested.
BILLY BOY condoms are medical devices.

MADE IN GERMANY FOR SEX

Condom
1

Please read the enclosed instructions 
carefully, in particular when using the 
condom for anal intercourse.

Please read the enclosed instructions 
carefully, in particular when using the 
condom for anal intercourse.

Illumination and Printing: 
Offset printing procedure,  
Colour 4C CMYK (cutting die for  
viewing purposes only). 
Black background colour application:  
C 50 %, M 0 %, Y 0 %, K 100 %  
Trim:  
create with min. 2 mm

Material number must 
be added in consultation 
with MAPA GmbH.

Current date must  
be entered after  
amendment number.

Nothing is to be printed on 
the white glue tab apart from 
technical details. 

This white field is to be 
printed on by MAPA.  
Font and field colour  
must not be changed.

Manufacturer specifications that may 
not be changed in terms of content are 
within the dashed lines. The font colour 
may be adjusted in accordance with the 
individual design.

Make sure that the obligatory  
data is easily legible.

Die cutting and 
folding lines.

Product number must  
be added in consultation 
with MAPA GmbH.

Position and colour of the logo as well as  
the colour protected area underneath may  
not be changed!

Please insert the corresponding text for the  
selected type of condom:

Extra lubricated: 
Smooth, cylindrical shape, transparent. 
Width of the flat condom: 52mm.

Red with flavour: 
Smooth, cylindrical shape, red with strawberry 
flavour. Width of the condom flat: 52mm.

Comfort: 
Smooth, anatomic shape, transparent. 
Width of the flat condom: 55mm.

Endurance: 
Smooth, anatomic shape featuring an integrated 
ring, transparent. 
Wall thickness of approx. 0.1 mm. 
Width of the flat condom: 52 mm.

INFORMATION:  
MAPA accepts no responsibility for any legal 
violations resulting from the use of copyrighted 
or otherwise protected materials provided by the 
client for the design of the promotional condom 
packaging or that is used at their express wish.  
We therefore strongly recommend checking all 
design elements!
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